
 

 

 

 
PART NUMBER: P1022B1218B4   

DESCRIPTION 18AWG 4Cond 22AWG 12Cond CMP 
  

CONSTRUCTION 

Component 1 
 

Component 2 
 

 AWG  18 AWG 22 

 Conductors  4 Conductors 2 

 Primary Insulation PVC-Plenum Primary Insulation PVC-Plenum 

 Color  Blk-Red-Wht-Grn Color Blk-Red 

 Nominal Wall .008 Nominal Wall .008 

 Rip Cord  Yes Rip Cord Yes 

 Jacket  PVC-Plenum Jacket PVC-Plenum 

 Nominal Wall .013 Nominal Wall .013 

 Nominal OD .185 Nominal OD .125 

 Color  Wht/Pur Color Wht/Grn 

 Print: Power Lock (3090194) CMP 4/18AWG Print: Door Contact (3090194) CMP 2/22AWG 

 75C C(ETL)US A B C D E 0 1 2 3 4 5 6 7 8 9 75C C(ETL)US A B C D E 0 1 2 3 4 5 6 7 8 9 

Component 3 
 

Component 4 
 

 AWG  22 AWG 22 

 Conductors  4 Conductors 3PR 

 Primary Insulation PVC-Plenum Primary Insulation PVC-Plenum 

 Nominal Wall .008 Nominal Wall .008 

 Color  Blk-Red-Wht-Grn Color Blk/Red-Wht/Grn-Brn/Org 

 Rip Cord  Yes Overall Shield Alum Mylar 

 Jacket  PVC-Plenum % Overlap 20% 

 Nominal Wall .013 Drain 24AWG 

 Nominal OD .145 Rip Cord Yes 

 Color  Wht/Red Jacket PVC-Plenum 

 Print: Rex/Spare (3090194) CMP 4/22AWG Nominal Wall .013 

 75C C(ETL)US A B C D E 0 1 2 3 4 5 6 7 8 9 Nominal OD .175 

    Color Wht/Yel 

Print: Card Reader (3090194) CMP 3P/22AWG 

75C C(ETL)US A B C D E 0 1 2 3 4 5 6 7 8 9 

Over All Jacket 

 Rip Cord  Yes   

 Jacket Material PVC-Plenum   

 Color  Yellow   

 Nominal Wall .023   

 Nominal OD .380   

Print: Falcon Fine Wire Access Control Cable (3090194) CMP 4/18-12/22 75C C(ETL)US 

"Ft Markers" 

Characteristics: This cable offers an all in one access cable design system with a combined group 

 of multiple plenum cables jacketed together with and over plenum jacket for easy 

 Installation    

 
 

    

 

 


